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DESCRIPTION MATERITAL MAT. LOCATION
TUBE, PER ASTM A?269 SS 304L
@ . 500 [12.7]1 TUBE X 4
049 [1.25] WALL
E—
) SCALE 1/2 —
= ?-80 . - NOTES: (UNLESS OTHERWISE SPECIFIED)
. THIS IS A CRYOGENIC VACUUM COMPONENT .
50 R
Lhe ) e — (i) > WELDING PROCEDURE: PER VENDOR SPECIFICATION WITH LBNL APPROVAL .
[ 3 CLEANING PROCEDURE - PER VENDOR SPECIFICATION WITH LBNL APPROVAL. |3
90 4 PACKAGING AND STORAGE PROCEDURE OF THE COMPONENTS:
////// PER VENDOR SPECIFICATION WITH LBNL APPROVAL.
| 5 DIMENSIONS AND TOLERANCING PER ANS| YIl4.5M-1982.
UNITS ARE IN INCHES [mm] UNLESS OTHERWISE SPECIFIED.
6  USE OF SULFUR OR SILICONE BEARING OILS. LUBRICANTS. =
_ OR COOLANTS ARE STRICTLY PROHIBITED.
L1374 7. USE OF RESIN OR RUBBER BONDED ABRASIVES UNDER POWER
'S STRICTLY PROHIBITED. USE VITREOUS BONDED ABRASIVES = —
ONLY . _
o<
8. VENDOR SUGGESTED CHANGES TO WELD PREPS: SUBJECT TO ;
LBNL APPROVAL . - Q
(o)
9 FITTINGS MAY BE USED IN PLACE OF BENDS: SUBJECT TO LBNL APPROVAL. g%
s (N
0. REMOVE ALL THE BURRS AND REAM THE ENDS FOR CIRCULARITY -
AND CLEAN ENDS.
'l . TUBE END SURFACE MUST BE PERPENDICULAR TO THE TUBE AXIS
WITHIN +/-.010. —
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